NPV DUCO SCAVENGER VALVE
RECYCLE MILL - HEAVY TRASH APPLICATIONS

SERIES
300

orth Port Valves

Safety guards available
upon request

Factory replaceable -
hardened gate,
cartridge and guide
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FEATURES AND BENEFITS

1.

DUCO Scavenger design

removes cavities/pockets thus
eliminating problems caused from
accumulation of solids that can
prevent proper cycling of valve

. Hardened gate, hardened seat

cartridge, and hardened back up
guide prolong life of valves in heavy
solid and heavy trash applications

. Hardened serrated ring and

hardened beveled gate allow valve
to shear heavy solids and still
achieve effective metal to metal
sealing

. Hardened seat ring and hardened

gate guide also serve as scrapers to
prevent solids from being dragged
into packing area when valve is
cycled

. Two-piece body design and use of

replaceable wear components allow
valves to be fully repaired by factory
to like new condition, making DUCO
valves very cost effective. Repair
cost is 50-60% of the current list
price of the valve

. Gates are chrome plated to reduce

friction on packing, reducing valve
torque and extending packing life

. All NPV valves designed for recycle/

heavy trash applications are
equipped with high-cycle, premium
carbon packing

. All DUCO Scavenger valves are

supplied with NPV high cycle
pneumatic cylinder, limit switch
brackets, and stainless steel
mechanical lockout. Locks in closed
position only

. Available in sizes 3" - 30"

m

TYPICAL APPLICATIONS INCLUDE

1.

Pulper

2. Detrashers

3. Hydropurges

4, Contaminex

5. High Density Cleaners
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B 2" 2" 21/4" 21/4" 23/4" 23/4" 3" 1 BODY CG8M (317 S.S.)
N(HOLES)| 4 8 8 8 8 12 12 2 HARDENED GATE 4205S.5.
H(TAP) |5/8"-11 | 5/8"-11 | 3/4"-10 | 3/4"-10 | 3/4"-10 | 7/8"-9 | 7/8"-9 3 HARDENED INSERT RING 420S.S.
BC 6" 71/2" 81/2" 91/2" 11 3/4" 14 1/4" 17" 4 HARDENED BACKUP RING 420S.S.
c 712" 71/2" 9" 9" 113/4" | 113/4" | 153/4"
D 17 1/8" 19" 223/8" | 231/2" | 305/8" | 37 1/2" | 493/4" S STANCHION 303S.S.
WGT. 27 32 38 48 86 120 164 6 STANCHION NUTS 18.8 S.S.
7 COUPLING CG8M (317 S.8.)
A3 56" |15 5568 | 17 116" [T 1157 |20 |78 16" & AIR CYLINDER IV/A
B 3" 312" 31/2" 41/2" 41/2" 41/2" 9 PACKING GLAND CGEM (317 S.S.)
N(HOLES) 12 16 16 20 20 28 10 PACKING GLAND STUD 18.8 S.S.
H(TAP) 1"-8 1"-8 [11/8"-7 [11/8"-7 [11/4"-7 [11/4"-7 11 PACKING GLAND NUT 18.8 S.S.
i R 12
D 50 5/8" | 60 1/2" 66" 735/8" | 84 3/4" 106" 13 BODY BOLTS 188 S.S.
WGT. 228 390 438 630 960 1390 14 BODY NUTS 18.8 S.S.
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