NPV DOUBLE BLOCK & BLEED VALVE SERIES FEATURES AND BENEFITS

a00 1. Double block and bleed design
provides two perimeter seated
sealing surfaces to ensure positive
shut-off, isolating the downstream
fluids from the upstream fluids

2. Bidirectional knife gate valve
design allows for a tight seal and
efficient flow control, particularly in
applications with high consistency
fluids or slurries

3. Compact design compared to
traditional double block and bleed
multi-valve assemblies, making
them suitable for applications with
limited space

4. Efficient flow control: The knife gate
design allows for a tight shut-off
and smooth operation, minimizing
pressure drop and ensuring
optimum flow

5. Purge Ports at the 3, 6 & 9 o’clock
positions provided to flush the area
between the seats

B. Easy maintenance and repair due to
the simple construction and fewer
moving parts. Gates, seals, packing,
cylinder and cylinder parts can
all be repaired or replaced by the
customer

1. Enhanced safety: The double block
and bleed feature reduces the risk
of leakage and ensures a totally
secure isolation of fluid streams,
enhancing overall system safety

8. Cost savings: By combining the
functions of two separate valves
into one unit, double block and
bleed knife gate valves can
help reduce installation and
maintenance costs

9. Long service life: The durable
materials and simple construction
of double block and bleed knife gate
valves contribute to a long service
life and reliable performance

10. Available in sizes 3"- 30"

Double gates with heavy
duty coupling connection

Two perimeter seats
and purge ports
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NPV DOUBLE BLOCK & BLEED VALVE - HAND WHEEL OPERATED
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3" 2" 6" 8" 10" 12" # PART NAME MATERIAL
A 3" 2" 3 g 10 12 1 BODY CG8M (317 S.8.)
B 31/4" | 31/2" 4" 412" | 43/4" 5" 2 GATE 316L S.S.
N(HOLES 4 8 8 8 12 12 3 STANCHION 303 S.S.
H(TAP) | 5/8"-11|5/8"- 11| 3/4"-10| 3/4"- 10| 7/8"-9 | 7/8"-9 4 STEM 303S.S.
BC 6" 712" | 912" | 113/4" | 1414 | 17" S COUPLING CG8M (317 S.S)
C = T 712 o T3 1132 15 34 6 BRIDGE ALUMINUM 356
5 35 Tisa | 25 5" | 31 7/8" 7 BEARINGS N/A
D1 e T e 137 13058 |57 175 T 45778 8 HANDWHEEL ALUMINUM
9 HANDWHEEL NUT 18.8 S.8.
_ _ _ _ _ _ 10 GLAND CG8M (317 S.8.)
14" 16" 18" 207 247 307 1 NYLOCK NUT 18855
A 14 16 18 20 24 30 12 GLAND NYLOCK NUT 18.8 S.5.
B 5 3/8" 5 3/4“ 6 1/4“ 7 1/4" 7 1/2" 8 3/4" 13 GLAND WASHER 18.8 SS.
N(HOLES 12 16 16 20 20 28 14 GLAND STUD 18.8 S.S.
H(TAP) 1"-8 1"-8 (11/8"-7|11/8"-7|11/4"-7|11/4"-7 15 COUPLING BOLT 18.8 S.S.
BC 183/4" | 21 1/4" | 223/4" | 25" | 291/2" | 36" 16 PACKING TEFLON
c 153/4" | 153/4" | 20" 20" | 235/8" | 26 3/4" 17 NUT 18.85.5.
D 367/8" | 441/2" | 481/4" | 537/8" | 61" | 72 1/2" 18 HEX BOLT 18.8 S.S.
D1 505/8" | 601/2" | 66" | 735/8" | 843/4" | 106" 19 O-RING VITON
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NPV DOUBLE BLOCK & BLEED VALVE - CYLINDER OPERATED

SERIES 500
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A 3" 4 6 g 10 2 S
B 3A | 3172 g 212" | 434 5 2 GATE S16LSS.
3 STANCHION 303 S.S.
N(HOLES 4 8 8 8 12 12 2 COUPLING CG8M (317 5.5)
H(TAP) | 5/8" - 11| 5/8" - 11| 3/4"- 10| 3/4" - 10| 7/8"-9 | 7/8"-9 3 GLAND CoaM (317 S.5)
BC 5" 712 | 912" | 113/4" | 1414 | 17" 6 NYLOCK NUT 18.8 S.5.
D 203/8" | 22 1/4" | 28 1/4" | 34" 40" | 47 172" 7 GLAND NYLOCK NUT 18.8 S.S.
8 GLAND WASHER 18.8 S.5.
14" 16" 18" 20" 24" 30" 9 GLAND STUD 18.8 S.S.
A 14' 16' 18' 20' 24' 30' 10 COUPLING BOLT 18.8 S.S.
B 53/8" | 53/4" | 61/4" | 71/4" | 712" | 83/4" 1; ADA;’;SS;’&ATE ?;‘; LS(-)SN
N(HOLES)| 12 16 16 20 20 28 = N o
H(TAP) [ 1"-8 | 1"-8 [11/8'-7[11/8"-7[11/4"-7[1 1/4"-7| [+g TEXBOLT TBESS
BC | 183/4" | 21 1/4" | 223/4" | 25" | 291/2" | 36" 5 NUT 158585,
D 54 1/4" | 63 3/4" | 68 1/2" | 753/4" | 87" | 1051/4"| [16 | AIR CYLINDER ASSEMBLY N/A
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